IN THE CLAIMS: 
1. (Canceled) 
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2. (Previously presented) The computer-readable medium of claim 1, further 
comprising instructions which, when executed by a computer: 

a) provide modifications to said "update" configuration ROM image; 

b) switch state of each said configuration ROM images; and 

c) initiate a bus reset. 



3. (Previously presented) The computer-readable medium of claim 2, further 
comprising instructions which, when executed by a computer, republish said 
configuration ROM of said local node from said "active" configuration ROM image. 



4. (Previously presented) The computer-readable medium of claim 2, wherein 
said providing modification comprises: 

a) storing modifications into a database and 

b) constructing said "update" configuration ROM image from said database. 



5. (Previously presented) The computer-readable medium of claim 2, wherein 
said switching state of each said configuration ROM images comprises: 

a) setting current "active" configuration ROM image to "update"; and 
c) setting current "update" configuration ROM image to "active". 
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6. (Previously presented) The computer- readable medium of claim 1, wherein 

said local node is connected to at least one other nodes via a IEEE Standard 1394 bus 
connection. 

7. (Previously presented) The computer-readable medium of claim 1, wherein 
said local node is connected to at least one other nodes via a serial bus connection. 

8. (Previously presented) In a local node device, a dynamic configuration 
ROM comprising: 

a) first and second configuration ROM images, each of said images having 
configuration ROM entries, one of said configuration ROM images set as active, the other 
configuration ROM image set as update; and 

b) publishing routines to publish said configuration ROM entries from said active 
ROM image. 

10. (Previously presented) The dynamic configuration ROM of claim 8, further 
comprising services to provide modifications to said update ROM image, said publishing 
routines further comprising: 

a) routines to switch state of each said configuration ROM images; and 

b) routines to activate a bus reset. 

11-16. (Canceled) 
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